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7614/AA GRAY INSULATING VARNISH FOR MAGNETIC STEEL

DESCRIPTION

7614/AA is a water-soluble grey varnish that was specifically developed for
protecting the magnetic steel (AISI Classification: C 6). The magnetic steel
insulated with the varnish 7614/AA are suitable for medium and large machines.

CHARACTERISTICS

Physical properties

Appearance in the can Grey
Viscosity in Ford Cup n.4 at 20°C 100-150”
Specific gravity 1750-1850 g./l.
pH 8-9,5
Solids content 71-75%
Flash point Non flammable

Electrical properties

Dielectric strength 2000V/0,025mm
Surface insulation resistance >1000KQ/cm
Characteristics of the cured film

Color Grey
Brightness 5-10
Pencil Hardness > 6H
Adhesion GT Ob
Bending test Rod diameter 3 mm O.K.
Bending test acc DIN 46400 O.K.
Resistance to MEK > 100 double

passages

ALBESIANO SISA vernici S.r.l.

Societa con unico socio ¢ Via Rigolfo, 73 — Zona Industriale Vado ¢

10028 Trofarello (TO) ¢+ ITALIA

T +39 011 6493111 ¢+ F +39 011 6493112 (uff. Comm./Amm.vo) ¢ F +39 011 6493113 (uff. Tecnico)
R.E.A. 140801 della C.C.I.A.A. di Torino + Reg. Soc. Trib. Torino 547/1937 ¢
Capitale sociale € 2.300.000 I.V. ¢ Partita IVA e Cod. Fiscale IT00488620014
WWW.ALBESIANO.COM ¢+ WWW.VONROLL.COM




P
Resistance to solvents
Toluene Excellent
Naphtha Solvent Excellent
Xilene Excellent
Mineral oil (dipping for 24h. at 150°C) Excellent
Application
Cured film thickness 7 microns = 3
Thinner tap water
Thinning percentage </= 15%
Application viscosity in Ford up n.4 at 20°C 22-28”
Method of application Rolling or spraying
Cure 25” at 320°C

Storage and stability

The shelf life 7614/AA is of 9 months at room temperature (max 30°C) in original
closed container.
Store the resin in a cool place, far from direct sunlight and heat sources.

Warning: All the information and application instructions concerning this product are based on technical specifications that we consider reliable, and
are provided by way of example, according to our application experience. They do not establish any guarantee but only represent a starting point
subject to alterations, according to the application and the kind of material to be treated. Before the product's use the user must determine the
suitability for the intended use undertaking all risks and responsibility for whatever may happen in connection with the application. The producer
and/or seller will not be considered responsible for any accident, loss or damage (immediate or consequent) originating from the use and/or the
inability to use the concerned product. Albesiano Sisa Vernici srl reserves the right to change or modify at any time and without any notice the
technical specifications of the product described in this data sheet.

File: Issued on: Updated on: The drawer:

7614-AA eng 15-05-15 Andrea Turolla This document cancels and replace all previous ones.

ALBESIANO SISA vernici S.r.l.

Societa con unico socio ¢ Via Rigolfo, 73 — Zona Industriale Vado ¢+ 10028 Trofarello (TO) ¢+ ITALIA
T +39 011 6493111 ¢+ F +39 011 6493112 (uff. Comm./Amm.vo) ¢ F +39 011 6493113 (uff. Tecnico)
R.E.A. 140801 della C.C.I.A.A. di Torino + Reg. Soc. Trib. Torino 547/1937 ¢
Capitale sociale € 2.300.000 I.V. ¢ Partita IVA e Cod. Fiscale IT00488620014
WWW.ALBESIANO.COM ¢+ WWW.VONROLL.COM




