
 

 

IPACOLL EC 9515 LV 
Revised 07.09.12, replaces all earlier versions 

 
 
Designation: IPACOLL EC 9515 LV 

Application: Bonding of sheet materials and moulded parts made from cellulose fibers. 

Glued joints are oil and temperature resistant up to 105°C. 

Properties: Viscosity: 2’000 – 3’000 mPas 
pH-value: 7 – 8 
Conductivity: 450 – 550 mS/m 

Handling: Apply a thin layer of glue using a brush or a spatula. The processing 
temperature shall be between 15 and 30 °C. Join the pieces and fix with 
screw clamps for at least 30 minutes.  

 Time until further processing: 1 hour. 

Shelf life: Max. 6 month at ambient temperature 

 Keep closed and protect from freezing 

Cleaning: Warm water 

Safety: As outlined on our safety data sheet. 

 

 

 

The information herein is to help customers determine whether our products are suitable for 
their applications. Our products are intended for sale to industrial and commercial customers. 
We request that customers inspect and test our products before using them to satisfy 
themselves as to contents and suitability. We warrant that our products will meet our written 
specifications. Nothing herein shall constitute any other warranty express or implied, including 
any warranty of merchantability or fitness for a particular purpose, nor is protection from any 
law or patent to be inferred. All patent rights are reserved. The exclusive remedy for all proven 
claims is replacement of our materials, and in no event shall we be liable for special, incidental, 
or consequential damages. 
 
Rapperswil, September 2012 


