
flexible tapes
Release Foil 105.20-01

►Very thin

►Excellent non-bonding properties

Value Test norm
Dimensions

Thickness mm 0.050 IEC 60371-2

General description
Release  foil  105.20-01  is  a  sacrifice  foil  both
sides  coated  with  a  thin  silicone  coating.  It  is
part  of  the  Resin  Rich  insulation  process.

Application
The  release  foil  is  applied  after  the  main
insulation  (Samicatherm®  )  and  the  conductive
tape  has  been  applied.  The  release  foil  is
wrapped  on  the  straight  section  of  the  coil,
extending  about  100  mm  beyond  the  pressing
bars. The release foil prevents the resin from the
Samicatherm®  from  bonding  to  the  pressing
plates  during  the  hot  pressing  operation.

Form of delivery
Release  foil  105.20-01  is  nominally  50  micron
(0.050mm)  thick  and  usually  delivered  in  full
width  material  of  1000  mm.

Main characteristics
Release  foil  105.20-01  prevents  the  coil  from
bonding  to  the  press  plates  during  hot-pressing
operation  and  improves  the  final  shape  of  the
coil  or  the  bar.

Processing
The  release  foil  105.20-01  has  to  be  wrapped  around  the  straight  part  of
the  coil  or  barbefore  hot  pressing.
It has to be removed after processing. We recommend to wait until the coil
is cold to make it easier.

Health and safety
While  processing  release  foil  105.20-01  we  recommend  to  follow  all
hygiene  and  safety  standards.

The product properties set forth in this data sheet are based on the results of testing of typical
material produced by  the affiliated companies of Von Roll Holding Ltd. (underneath referred as
Von Roll).  Some variation in product properties is typical.  Comments or suggestions relating to
any subject other than product properties are offered only to call the end-user's or other person's
attention to  considerations which may be relevant  in  the independent  determination of  the use
and/or manner of use of product. Von Roll does not claim or warrant that the use of its product
will  have  the  results  described  in  this  data  sheet  or  that  the  information  provided  is  complete,
accurate or useful. The user should test the product to determine its properties and its suitability
for  the  intended  use.   Von  Roll  expressly  disclaims  any  liability  for  any  damage,  harm,  injury,
cost or expense to any person resulting directly or indirectly from that person's reliance on any
information  contained  in  this  data  sheet.  Nothing  contained  in  this  data  sheet  constitutes
representation  or  warranty  as  to  any  matter  whatsoever.  Von  Roll  makes  no  warranties
whatsoever in this data sheet, expressed or implied, including any implied warranty or fitness for
a particular use or purpose. Von Roll shall in no event be liable for incidental, exemplary, punitive
or consequential damages.
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